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NAVIGATION OLIVEIRA OLIVEIRA Rigging —

/I ROTATION- HD 8 K HD 8 K PPI minimum breaking force

RESISTANT
nominal

/I SEMI-ROTATION- diameter weight 1770 N/mm? 1960 N/mm? 2160 N/mm?
RESISTANT Y N — 1
mm inch  kg/m  Ib/ft kN t [metric] Ibs t[2000 Ibs] kN t [metric] Ibs [2000Ibs] kN t [metric] lbs t[2000 Ibs]
n 'I:é)sl::;:;l;TION- 8 516 030 020 50,4 5,14 11.328 5,66 55,8 5,69 12.544 6.27 577 5,88 1291 6.49
9 0,37 0,25 63,3 6,46 14.235 712 70,1 715 15.763 7,88 73,6 7,50 16.535 8,27
SC6K 9,53 38 039 026 66,8 6,81 15.016 7,51 74,0 754 16.627 831 796 8,12 17.899 8,95
DP 8 K (Option PPI) 10 0,47 0,31 78,3 7,98 17.600 8,80 86,7 8,84 19.489 9,74 92,4 9,42 20.772 10,39
LD:;O K 1 716 0,57 0,38 96,7 9,86 21732 10,87 107,0 10,92 24.064 12,03 12,0 11,42 25.179 12,59
12 065 044 1151 11,74 25.876 12,94 126,4 12,89 28415 14,21 132,6 13,52 29.800 14,90
12,70 12 0,71 0,48 1244 12,69 27.966 13,98 138,0 14,07 31.015 15,51 144,7 14,76 32.530 16,26
13 0,77 0,52 136,6 13,93 30.709 15,35 149,0 15,19 33.491 16,75 156,2 15,93 35.123 17,56
14 0,90 0,61 157,9 16,10 35.497 17,75 174,8 17,82 39.297 19,65 187,0 19,07 42.039 21,02
15 1,03 069 180,0 18,35 40.466 20,23 202,7 20,67 45.569 22,78 214,0 21,82 48.109 24,05
15,88 5/8 1,15 0,77 200,0 20,39 44.962 22,48 2200 22,43 49.458 24,73 235,0 23,96 52.830 26,42
16 1,16 078 204,0 20,80 45.861 22,93 2294 2339 51.571 2579 2424 24,72 54.494 27,25
17 1,30 0,87 227,0 23,15 51.032 25,52 250,0 25,49 56.202 28,10 267,0 27,23 60.024 30,01
18 1,49 1,00 260,2 26,53 58.495 29,25 288,2 29,39 64.790 32,39 307,0 31,31 69.016 34,51
19 3/4 1.64 1,10 2921 29,79 65.667 32,83 3235 32,99 72726 36,36 3420 34,87 76.885 38,44
20 1,84 1,23 321,0 32,73 72.164 36,08 355,5 36,25 79.920 39,96 379,0 38,65 85.203 42,60
22 221 1,49 3917 39,94 88.058 44,03 4337 44,23 97.500 48,75 458,5 46,75  103.075 51,54
22,23 78 2,26 1,52 394,9 40,27 88.784 44,39 435,0 44,36 97.792 48,90 462,0 4711 103.862 51,93
PRO P E RTI ES 24 2,63 1,77 464,5 4737  104.424 52,21 514,3 52,44 115.619 57,81 556,0 56,70  124.994 62,50
25 2,86 192 504,2 5141 113.349 56,67 558,2 56,92 125488 62,74 602,0 61,39 135335 67,67
25,40 1 2,94 1,98 519,0 52,92  116.676 58,34 572,0 5833 128591 64,30 611,0 62,30  137.358 68,68
~ +- 26 313 2,10 548,9 5597  123.398 61,70 6078 61,98  136.639 68,32 655,0 66,79  147.250 73,62
% > + 28 3,60 2,42 629,6 64,20  141.540 70,77 697,3 7110  156.759 78,38 748,0 76,27 168.157 84,08
2858 11/8 3,67 2,46 638,0 6506  143.428 nn 707,0 72,09  158.940 79,47 751,0 76,58  168.831 84,42
No Swivel Compacted Lubricated Tolefaice PRI 30 412 2,77 7211 74,14 163.459 81,73 803,0 81,88  180.522 90,26 864,0 88,10  194.235 97,12

3175 114 459 3,09 812,0 82,80 182545 91,27 895,0 91,26 201.204 100,60 951,0 9698  213.793 106,90

AP P LI CATI O N s 32 4,67 314 828,0 84,43  186.142 93,07 91,0 9290  204.801 102,40 968,0 9871 217.615 108,81

34 509 35 9364 9549 210511 10526 10250 10452 230429 11521  1091,0 111,05 245267 12263
When rotation resistant ropes are not required (twin hoist systems with right and left ropes, small heights). 3493 138 551 370 9540 9728 214468 10723 1050 10778 237623 11881 11090 11309 249313 124,66
Hoist for steel mill cranes, container cranes, floating cranes and boom hoist for deck cranes, luffing 36 58 393 10400 10605 233801 11690 11500 11727 258530 12927 12170 12410 273592 136,80
and mobile cranes, grab cranes 38 112 658 442 11590 11819 260554 13028 12710 12961 285732 14287 13320 13583 299445 14972
40 730 490 12850 131,03 288.879 14444 14100 14378 316981 15849 14780 150,71 332268 166,13
OVE RVIEW 1128 158 747 500 13050 133,07 293376 14669 14640 14929 329120 16456 15350 15653 345082 17254
2 798 536 14030 14307 315407 157,70 15380 15683 345756 17288 16130 16448 362617 18131
NS | WSS SSSSS—; | W | WU— — 44 900 605 15540 15846 349353 174,68 17360 17702 390268 19513 18200 18559 409152 204558
RCN  Diameter  Construction ~Number Number Number of  Average fill ~ Average 4445 13/4 904 608 15720 16030 353400 17670 17430 17774 391842 19592 18280 18640 410951 20548
range [mm] :tfr::;‘:' of wires ::;‘:{,:;ad factor spin factar % 978 657 17130 17468 385098 19255 18830 19201 423315 21166 19750 201,39 443998 222,00
wires “Nimm? 4763 178 1040 699 17740 18090 398811 199,41 19640 20027 441525 22076 20120 21536 47479 23740
a Bl K12 s 145 9% 0672 48 1061 713 18580 18946 417695 20885 20550 20955 461982 23099 21550 21975 484463 242,23
o P . o povs 0675 . 50 1162 781 19860 20252 446470 22324 22530 22974 506494 25325 23620 24086 530999 26550
0,85(1770%) 50,80 2 187 798 20440 20843 450509 22975 22830 23280 513.239 25662 23940 24412 538193 269,10
09 15-2858 8xK%6 8 %7 208 0677 g'gg 8?23'; 52 1251 841 21470 21893 482665 241,33 24210 247,49 545611 272,81 25450 25952 572139 286,07
n 30-42 8xk31 8 297 248 0673 ' 54 218 1349 9,07 23160 23617 520657 26033 26070 26584 586.077 29304 27340 27879 614628 30731
13 44-60 8xK36 8 407 288 0,683 56 1459 980 24800 25289 55752 27876 28000 28552 629465 31473 29250 29827 657566 32878 £
3 26 P " po o8 — 084(1770°) SI5 214 1492 1003 25720 26207 578208 28910 28490 29052 6081 _ 3204 30100 30693 676675 33834 2
0,83 (1960%) 58 1567 1053 26490 270,12 595519 29776 29570 30153 664760 33238 3020 31632 697.35 34868 £
13 671 Bkt B 515 g 0666 081/(2160%) 60 1671 1123 28420 28980 638907 31945 _ 31430 32050 706574 353,29 _ 32970 33620 _ 741195 37060 %
6033 2358 1671 1123 28440 29001 63935 31968  3.470 3090 707474 35374 33010 33661 74209 37105 &
®  Temperature range of use: -50°C to +100°C 62 1451173 29690 30275 667458 33373 _ 32770 33416 736699 3835 34480 3IE0 _775M1_ 38157 §
@ Temperature range of use for option PPI:-50°C to +80°C 6350 212 18151220 30920 31530 695109 34155 34240 34915 769746 3847 35910 36618 807289 40364 g
@ Plase add 1.5% on the weight for ropes with PPI 64 1866 1254 32000 32631 719388 35969 35090 3578 788854 39443 36800 37526 827.097 41365 E
: 66 1967 1322 33890 34558 761877 38094 37080 37801 833591 41680 3.8960 397,08 875855 43193 T
®  Available in ordinary lay and Lang’s lay 6668 258 1994 1340 34050 34721 _ 765474 38274 37600 38341 845281 42264 39540 40320 888894 44445 §
®  Available in right hand and left hand 68 2081 1398 35650 36353 801444 40072 39240 40004 882150 44108 41170 41982 925538 46277 3
70 2344 2169 1457 37330 380,66 830212 41961 40260 41054 905081 45254 43300 44154 973.423 48671 °
7 2326 1563 39650 40432 891367 44568 42500 43338 955438 477,72 45100 46601 1027377 51369 &
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